SCC #38 APPROVED 7 DEC 99
MIL-STD-188-220B
Typographical Error in Data Link Control Field
Redlined

TRANSMISSION FRAME

[Repeat Bit Sync and

_ “Interior" SBit “Interior" Interior Transmission Units Bit "Interior"
nC lllll 1 1
Phasing Tran%m!fsmn y Tran%m!tssmn as needed, within Sync Transmission
ni ni total length restrictions] Unit

NOTE: Bit Synchronization is used only in
Asynchronous Mode.

"INTERIOR" TRANSMISSION UNIT

Transmission Header Data Link Frame

Transmi_ssio_n
Synchronization Transmission| Fcs | Flag | Flag | Address | Control |Information| FCS | Flag

Information
32 (up to 3345
(2-17 octets)|(1-27 octets)[ ~ octets)  |(32 bits)| (8 bits)

Flag

(variable length) |(8 bits)| (2 octets)  [(32 bits)| (8 bits)|(8 bits)
5213 5.3.4.2.1 5.3.1 53.4.25 5.3.4.2.2 53.4.23 53424

FIGURE 23. Physical-layer concatenation.




SCC #38 APPROVED 7 DEC 99
MIL-STD-188-220B
Typographical Error in Data Link Control Field

TRANSMISSION FRAME

[Repeat Bit Sync and

_ "Interior" SBit "Inter.ior'.' Interior Transmission Units Bit "Interior"
nc ----- H H
Phasing Tranilm!tssmn y Traanm!tssmn as needed, within Sync Transmission
ni ni total length restrictions] Unit

NOTE: Bit Synchronization is used only in
Asynchronous Mode.

"INTERIOR" TRANSMISSION UNIT

Transmission Header Data Link Frame
Transmi_ssio_n
Synchronization Flag [Transmission| Fcs | Flag | Flag | Address | Control |Information| FCS | Flag
Information
(up to 3345
(variable length) |(8 bits)| (2 octets)  [(32 bits)| (8 bits)|(8 bits)| (2-17 octets)|(1-32 octets)[ ~ octets)  |(32 bits)| (8 bits)
5213 534.21 5.3.1 53425 53422 53423 53424

FIGURE 23. Physical-layer concatenation.




